
LP-C1
Narrow paper cushion pad system

Scan for video

Easy to load, fast startup.

Universal consumables to set up 1-ply or 2-ply.

Low jam rate, with build-in one-touch intelligent jam clear function.

Feature and Benefits

Smart Compact Efficiency

Low crimp loss, saving paper costs.

Double puncture locked pad, strong and reliable.

Paper Cushion Pad



Machine Spec.

Paper Options

1108mm

1416mm

540mm

---------------------------------------------------------------------------------------------------------------------------------------------------------------

Voltage 100~240VAC

Power

Feed Speed 36m/min

80 times/minCutting Speed

Machine Weight 45KG

Stand Weight 27.5KG

Model No.

MPV-70-380

MPE-70-380

MPV-50-380
/ MPE-50-380

MPV-50-380
/ MPV-50-380

MPE-70-380
/ MPE-70-380

350W

MPV-70-380
/ MPV-70-380 Virgin/Virgin

Mat.

Virgin

Eco

Virgin/Eco

Virgin/Virgin

Eco/Eco

Basis Weight

70

50+50

70

50+50

70+70

70+70

Ply

1

1

1+1

1+1

1+1

1+1

360

Length
(m)

360

500+500

500+500

360+360

360+360

Width
(mm)

380

380

380

380

380

380

CTN/pallet

60

60

60

60

60

60

Paper Cushion Pad

(gsm)


